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NOAA‐20 VIIRS On‐orbit Performance
• Stability

• Very stable
• No noticeable signs of degradation (based on all validations: lunar, DCC, desert, SNO)
• No need to change the calibration coefficients since validated maturity

• Consistency
• All channels are calibrated consistently, unlike SNPP VIIRS where M5 and M7 deviated from the 
other bands (1.5%, 2% higher than MODIS); corrected in the reprocessed SDR

• Solar model used
• NOAA‐20 VIIRS calibration uses the Thuillier 2003 solar model (endorsed by CEOS), which is more 
accurate than the one used for SNPP VIIRS (MODTRAN4 solar model)

• Accuracy
• NOAA‐20 VIIRS solar bands produces reflectance that are generally 2‐3% lower than the equivalent 
bands on SNPP VIIRS

• The 2‐3% difference is being traced to prelaunch calibration, according to an Aerospace study
2



GSICS on‐orbit reference?

• GSICS special issue on the State of Observing System in preparation

• “GSICS recommended” solar band calibration reference needs to be identified

• The calibration differences between the S‐NPP and NOOA‐20 VIIRS can be on the 
order of 5% for visible bands and ~2% for SWIR bands

• NOAA‐20 VIIRS reference was chosen not because of its absolute calibration but 
because of its stability, consistency, and performance; best suited for 
intercalibrating current sensors 

• We cannot truly recommend an absolute calibration until CLARREO launches 

‐ David Doelling, GSICS Subgroup Chair
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Stability of the SNPP and NOAA‐20 VIIRS M5 Band Reflectance

More information available at 
https://ncc.nesdis.noaa.gov/Globe/index.
php

Lunar F‐factor

• NOAA‐20 VIIRS stability is monitored 

using lunar calibration and is validated 

over DCC (stability requirement: 0.3%)

• Figure shows that NOAA‐20 VIIRS M5 

is more stable than that of SNPP

• These figures will be included in the 

GSICS article

DCC
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Demonstration of 
https://ncc.nesdis.noaa.gov/Globe/index.php

Zoom In
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Summary

• Both NOAA‐20 and SNPP VIIRS solar band calibration meet the accuracy 

requirements of ±2% for JPSS

• SNPP VIIRS M5 and M7 are anomalously high by 1.5% and 2% as confirmed by 

multiple teams, and this bias has been corrected in the reprocessed SDR

• NOAA‐20 VIIRS solar band calibration is consistently lower than that of the SNPP by 

~2% for all solar bands, and this difference is traced to prelaunch characterization

• GSICS plans to use NOAA‐20 VIIRS as on‐orbit reference due to its stability and 

consistency

• Improving the absolute calibration accuracy will rely on climate missions such as 

CLARREO and TRUTHS

• We strive to provide the best VIIRS calibration to support climate change studies
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